LIGHTCORP

Nik

Power Unit

Commercial-grade quality

Choose from clamp mount, under mount, or in-surface
mount to fit a variety of applications

Available with AC, USB-A, USB-C, or combination charging
options, including high-power USB-C configurations that
support today's devices

Highly customizable with dozens of color finishes and cord
options available




LIGHTCORP

Product Sheet

Dimensions

Clamp mount
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In-surface mount
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800.544.4899

insidesales@lightcorp.com
www.lightcorp.com

Nik NIK.AC.UA NIK.AC.UA.UA
. NIK.AC.AC NIK.AC.UA.AC
Power Unit NIK. UCA.UC NIK.AC.AC.AC
NIK.AC.UCA NIK.AC.UCA.UC
NIK.AC.AC.UA NIK.AC.AC.UCA
AC Outlets 120V, 15A
Circuit Breaker 15A
USB-A Ports 7.5W—12W
USB-C Ports 20W—65W
Mounting Under, clamp, or in-surface mount
6' or 10" PVC; optional 10" woven cord
Cord . -
with low-profile plug
Materiality Fully-recyclable powder coated

aluminum and plastic

Certifications

UL962A listed; UL1310 listed power
supply; Canada C22.2 308-18; FCC
CFR-47 Part 15 Class A; TAA; USB-A
ports compliant to USB-IF BC1.2;
USB-C ports compliant to PD 3.1

Warranty 2 years
Finishes
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White Black Metallic Silver 30+ Finishes

Configurations
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